
AUTOMOTIVE · FURNITURE AND UPHOLSTERY · SEWING IN TECHNICAL APPLICATIONS
DECORATIVE SEAMS: SEAM CENTER GUIDANCES

www.mk.  sewing.comMK Nähtechnische Systeme GmbH · Grünwalderweg 28 b · 82041 Oberhaching 
Germany · Tel.: +49 (0)89 6 13 88 06-0 · Fax: +49 (0)89 6 13 88 06-20

 

MK Nähtechnische Systeme GmbH – Grünwalder Weg 28 b – 82041 Oberhaching 
TEL:  089-61388060  -  FAX:  089-6138806-20  -  EMAIL:  info@mksewing.com  -  HOME:  www.mksewing.com 

 
Auswahlkriterien für MK-Nahtmitteführungen 

 

 
 

Für die Erstellung eines Angebotes über MK-Nahtmitteführungen sind folgende Angaben notwendig: 
 
1.) Maschinenfabrikat:   ______________________________________ 
 
2.) Maschinenklasse:     ______________________________________ 
 
3.) Nadelabstand:         ______________________________________ 
---------------------------------------------------------------------------------------------------------------------------- 
 

4.) Stummelnaht:  ja                
                    nein                                                                                                                                

a =   Stummelbreite = Materialstärke:                   ___,__ mm        
 
b =   Stummelhöhe  = Kantenschneiderabstand:  ___,__ mm      
                    
 

5.)   Koffernaht:  ja        nein             
---------------------------------------------------------------------------------------------------------------------------- 
 
 
 
 
 

SELECTION CRITERIA FOR SEAM CENTER GUIDANCES

In order to compile a quote for a MK seam center guide, we require the 
following details:

1.) Machine make:  ..................................................................................................................................................

2.) Machine class: ..................................................................................................................................................

3.) Needle distance: ....................................................................................................................................................
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4.) short Seam:             yes

5.) Stummelnaht:         no

4.) turnover seam:      yes

5.) Stummelnaht       :  no

Short seam without tape Short seam with tape

Turnover seam without tape Turnover seam with tape

Turnover seam without tape Turnover seam with tape Short seam without tape Short seam with tape

a = short seam width = material thickness:            .......,...... mm

b = seam stub height = edge trimmer distance:     ......,...... mm
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